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GenSpecDYNAMIC USB 2.0 full speed connection

Type Electrical 
Connector

Process 
Connection

GD4200-USB

OUTPUT

Mating to USB mini B socket

ELECTRICAL CONNECTION | OPTION

-1 to 2.5 bar

PRESSURE RANGE IN BAR

-

02.5

0-16 bar 0016

0-100 bar 0100

0-400 bar 0400

0-1,500 bar 1500

0-2,000 bar 2000

0-4,000 bar 4000

0-5,000 bar 5000

1/4" BSP male (G1/4) AB

1/4" NPT male AM

Autoclave F-250-C female (for pressures above 1500bar) DE

PROCESS CONNECTION | OPTION

GD4200-USB

Pressure 
Range

ORDER NUMBER EXAMPLE 1500GD4200-USB AB For options not listed please 
contact the sales team

www.esi-transducer.com

PART CODES

THE NEW GenSpec
DYNAMIC 
U S B  P R E S S U R E  T R A N S D U C E R

USB Transducer with 
ultra fast sampling rate
• Sample rate software selection up to 1 KHz

• Pressure Ranges -1 to 2.5 to 0-5,000 bar

• Accuracy (NLHR)  ±0.15% of span BFSL

• ESI-USB© software included

• Measures up to 16 inputs simultaneously

• Auto detect and configuration

• USB 2.0 compatible

• Create customised test certificates

• Support for easy integration with applications 

     created by C#, VB, LabVIEW and Excel 

     VBA (API DLL library)

• Silicon-on-Sapphire Sensor Technology

U S B  P R E S S U R E  T R A N S D U C E R
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